BDE SPECIAL PROVISIONS
For The
January 19, 2001 Letting

The Following Special Provisions Indicated By An “X” Are Applicable To This Contract And Will Be Included By
The Project Development And Implementation Section.

An * Indicates A New Or Revised Special Provision For The Letting.

File Name
80003
7254]

* 80030
420
5026l
5048|
5049l
5053|

* 80031
45380

* 80024
80009

* 80029
43761
41427
30770

* 80041

* 80026
80025

* 80033

* 80034
80014
80021
53312

* 80035
7253|
21982
53600
80022
50315
21967

* 80036
80005
419
80028
80017
80023
80015
80019
80018
21985
3426l

* 80011

* 80032

6050l
* 80038

#

N -

Special Provision Title
Aggregate Shoulders
Asbestos Waterproofing Membrane Or Asbestos Bituminous Concrete
Surface Removal
Bidding Requirements and Conditions
Bituminous Concrete Class |, Type 3CL (LowESAL)
Building Removal-Case |
Building Removal-Case Il
Building Removal-Case llI
Building Removal-Case IV
Calcium Chloride Accelerator for Portland Cement Concrete Patching
Cement Processing Additions
Coarse Aggregate for Bituminous Courses
CRC Pavement
Disadvantaged Business Enterprise Participation
Driving Guardrail Posts
English Substitution of Metric Bolts
English Substitution Of Metric Reinforcement Bars
Epoxy Pavement Markings
Fine Aggregate for Portland Cement Concrete and Mortar
Fluorescent Orange Sheeting on Drums
Fly Ash In Portland Cement Concrete
Ground Granulated Blast-Furnace Slag in Portland Cement Concrete
Illinois First Signing
Independent Weight Checks
Mobilization
Non-Class | Superpave Bituminous Concrete Mixtures
Pavement Cracking And Seating-Experimental
Pavement Removal
Pavement Thickness Determination for Payment
Payment to Subcontractors
Polymer Concrete
Polymer Modified Bituminous Concrete Mixtures
Portland Cement Concrete Patching
PCC Pavement Roundout
Precast Concrete
Preformed Detector Loop
Prosecution and Progress
Pumping Bridge Deck
Public Convenience and Safety
QC of Concrete Mixtures at the Plant - Double A
QC of Concrete Mixtures at the Plant - Single A
QC/QA Of Concrete Mixtures
Railroad Protective Liability Insurance
RAP for Use in Class | and Superpave Mixtures
Remove and Re-Erect Steel Plate Beam Guardrail and Traffic Barrier
Terminals
Required DBE Participation
Sand Module Impact Attenuators

Effective
Nov. 1, 1999
June 1, 1989

Jan. 1, 2001
July 1, 1999
Sept. 1, 1990
Sept. 1, 1990
Sept. 1, 1990
Sept. 1, 1990
Jan. 1, 2001
July 1, 1999
Nov. 1, 2000
Jan. 1, 2000
Sept. 1, 2000
April 1, 1998
July 1, 1996
April 1, 1996
Jan. 1, 2001
Nov. 1, 2000
Nov. 1, 2000
Jan. 1, 2001
April 4, 1995
Oct. 1, 1999
April 1, 2000
Jan. 1, 1999
Jan. 1, 2001
May 1, 1990
Jan. 1, 1999
April 1, 1999
June 1, 2000
Aug. 1, 1995
April 1, 1998
Jan. 1, 2001
Jan. 1, 2000
July 1, 1999
Nov. 1, 2000
April 1, 2000
Aug. 1, 2000
Jan. 1, 2000
Aug. 1, 2000
Aug. 1, 2000
April 1, 1992
Dec. 1, 1986
Jan. 1, 2000
Jan. 1, 2001

May 2, 1975
Oct. 15, 1976

Revised

June 30,1994

Aug. 1, 2000
Aug. 1, 2000
Aug. 1, 2000
Aug. 1, 2000

Jan. 1, 2001
April 1, 2000

July 15, 1997

Jan. 1, 2001

Jan. 1, 2001

Nov. 1, 2000
Jan. 2, 1997
Aug. 1, 2000
Nov. 1, 1999

Jan. 1, 1999

Aug. 1, 2000

Aug. 1, 2000
May 1, 1988
Jan. 1, 2001

Nov. 1, 1992
Jan. 1, 2001



42795 47 Segregation Control of Bituminous Concrete July 15, 1997
80013 48 Shoulder Resurfacing Feb. 1, 2000
* 80010 49 Superpave Bituminous Concrete Mixtures Jan. 1, 2000 Jan. 1, 2001
* 80039 50 Superpave Bituminous concrete Mixtures (Low ESAL) Jan. 1, 2001
80001 51 Temporary Erosion Control Seeding (BDE) Aug. 1, 2000
80008 52 Temporary Module Glare Screen System Jan. 1, 2000
* 41209 53 Traffic Barrier Terminal Type 1, Special Aug. 1, 1994 Jan. 1, 2001
* 80040 54 Traffic Barrier Terminal Type 3, Special Aug. 1, 1994 Jan. 1, 2001
57291 55 Traffic Control Deficiency Deduction April 1, 1992
20338 56 Training Special Provisions Oct. 15, 1975
80027 57 Type lll Barricades Nov. 1, 2000
* 80042 58 Urban Lane Closures Jan. 1, 2001

The following special provisions have been deleted from use:

21966 Open-Graded Asphalt Friction Course (OGAFC) (Rev. Jan. 1, 1999)
50311 Silicone Bridge Joint Sealer (Eff. Aug. 1, 1995)

43739  Stone Matrix Asphalt (SMA), Class | (Eff. April 1, 1998)

The following special provisions are in the 2001 Supplemental Book:

File Name Special Provision Title New Location Effective Revised
42796 Concrete Mats for Riprap Section 281 July 15, 1997
21980 Construction Layout Stakes Except for Bridges Check Sheet #10 Jan. 1, 1999
52331 Corrosion Inhibitor Check Sheet #44 March 1, 1990 July 1, 1999
80016 Crushed Slag, Crushed Steel Slag Section 1003 & 1004 April 1, 2000
21659 Grooving Concrete Structures Section 503 July 1, 1998
80004 Mulch Section 251 Jan. 1, 2000
80007 Multi-lane Lane Closure with Barrier Section 701 Jan. 1, 2000
21847 Paint Existing Traffic Signal Equipment Section 851 Nov. 1, 1998
51495 Pavement Patching Section 442 Jan. 1, 1997 Nov. 1, 1999
20001 Payment for Extra Work Section 109 Jan. 1, 1999
80020 Polysulfide Joint Sealant Section 606 Aug. 1, 2000
21984 QC/QA of Bituminous Concrete Mixtures Check Sheet #50 Jan. 1, 2999
52388 Second Tier Subcontracting Section 108 Jan. 1, 1998
80006 Sign Base Section 1090 Jan. 1, 2000
21998 Underpass Luminaire Section 1085 Jan. 1, 1999
53145 Use of RAP in Embankment or Fill Section 202 Nov. 1, 2000

The following special provisions require additional information from the designer. The additional information needs to be included in
a separate document attached to this check sheet. The Project Development and Implementation section will then include the
information in the applicable special provision.

The Special Provisions are:

Building Removal-Case | - Building Removal-Case Il
Building Removal-Case Il - Building Removal-Case IV
Railroad Protective Liability Insurance - Required DBE Participation

Traffic Control Deficiency Deduction - Training Special Provisions



